
Active Ingredients
Alkoxylated Polyols  . . . . . . . .  99%
Inert Ingredients  . . . . . . . . . .    1%

Conduit 90 will last 90 to 120 days in the
soil to help manage water repellency
conditions in the soil profi le. Conduit 90
will help prevent localized dry spot
conditions from forming if used early in the
season or before water repellency
conditions appear.  Conduit 90 when used 
according to label rates is safe to turf.

WARRANTY AND LIMITATIONS OF DAMAGES
AQUA-AID warrants that this material conforms to its
chemical description and is reasonably fi t for the
purpose stated on the label when used in accordance
with directions under normal conditions of use and
BUYER assumes the risk of any use contrary to such
directions.  AQUA-AID makes no other express or
implied warranty of FITNESS or of
MERCHANTABILITY, and no agent of AQUA-AID is 
authorized to do so except in writing with a specifi c 
reference to this warranty.  In no event shall AQUA-
AID’s liability for any breach of warranty exceed the 
purchase price of the material as to which a claim is
made.

 CAUTION
KEEP OUT OF REACH OF CHILDREN . . MAY BE 
HARMFUL IF SWALLOWED . . EYE IRRITANT  In
case of eye contact, fl ush with water. If swallowed,
give water or milk.   Call a physician.

AQUA-AID, INC.
5484 S. Old Carriage Road

Rocky Mount, NC 27803
800-394-1551

www.aquaaid.com

Conduit 90 is easy to apply through standard 
spray application equipment to all turfgrass
areas.  Conduit 90 mixes easily with water. 
Conduit 90 should be sprayed before localized
dry spot conditions and formations occur.
Conduit 90 is a 90 to 120 day surfactant.

Directions for Use
Conduit 90 should be applied at 16
ounces per 1000 square feet in 5 gallons of
water.  Conduit 90 should be irrigated in
after application to wash the surfactant off
the leaf blades.  Reapply Conduit 90 after
90 days if climatic conditions still exist for
formation of water repellency conditions. 

Conduit 90 can be applied in two
applications.  Apply 8 ounces per 1000
square feet.  Wait 10 to 14 days to reapply
Conduit 90 at 8 ounces per 1000 square
feet.  Under the two application process
Conduit 90 sprayed at 8 ounces per 1000
square feet can be applied in 2.5 gallons of
water.  Conduit 90 should be irrigated in
after application to wash the surfactant off
the leaf surfaces.

Conduit 90 should not be tank mixed with
fertilizers, pesticides or other products until
proved safe under local weather and
physical environment conditions.

NET CONTENTS:
� 2.5 Gallons � 30 Gallons
� 5 Gallons � 55 Gallons

Conduit 90 helps manage
water repellency in soil

conditions by providing deep
penetrating functions, which

allows water to probe deep into
the soil profi le. 

 Conduit 90 will provide
rewetting of the soil profi le for

up to 120 days.

CONDUIT 90
®

Long Term Soil Surfactant

AQUA-AID® GUARANTEE
If you are not satisfi ed with Conduit 90 
for any reason after trying the product at

recommended rates, 
AQUA-AID will refund your money.
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